
A. Remove the water ionizer's Outer Filter Cover by pressing on the 
arrow with your thumb, squeezing gently with your �nger and pulling 
up.

B. Firmly grasp the water ionizer's Inner Filter Cover and twist it 
counter clockwise to open and gain access to the �lter chamber .
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a) Thread Outside Faucet: You will usually not need to use a 
connector.  Simply screw the Faucet Diverter V alve directly onto the 
faucet.

Owner’s Manual: AirWaterLife.com  Aqua-Ionizer Deluxe 7.0
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QUICK START GUIDE

Insert the Inner Carbon Filter

1. Remove the outer filter cover by pressing on top and pulling up.
2. Twist Inner filter Cover counter clockwise to open and gain access to the filter 
    chamber.

Connect the Inlet Water Hose to the
Faucet Diverter Valve.

 A) Hoses must be “slid” onto the diverter
     about 1/4 to 1/2 inch. You can also
     use a few drops of water inside the 
     hose to help “slide” the hose onto 
     the connector.
    

1) Identify Required Connector(s) & Attach Faucet Diverter Valve
2) Insert the Water Ionizer’s Inner Carbon Filter
3) Connect the ‘Inlet’ and ‘Outlet’ Water Hoses to the Water Ionizer
4) Install the Metal Spout & Connect the Inlet Water Hose to the Diverter 
5) Check Connections
6) Plug In the Power cord. Ionizer is Ready to Operate
7) See Manual For More Information

B) Connect the Inlet Water Hose to the
    top faucet diverter spout and the 
    Acidic Water Outlet Hose into the 
    bottom spout.

Important: After unpacking the new Inner Carbon Filter, hold the end with the 
sealing ring on it under running tap water to flush away any loose carbon particles, 
insert small end into receiving hole at bottom of filter chamber.

3. Insert the Inner Carbon Filter into the open filter chamber and press in firmly.
4. Replace Inner Filter, twist cap firmly and snap on the Filter Cover. 

1-888-601-5886

Installation video available at

Installed

AquaIonizerPro.com/Install

Note: You may need to cut the hoses shorter again to fit your setup if you 
have extra, but please wait until you are done with the installation. Once Cut, 
each section is about 3 feet long.

A) 

B) 

OUT IN

Fresh Water Inlet next to power cord.

Your Ionizer will come with two 1/4 inch white hose  installed.  With 
caps on the end.

The Out Hose will have a RED dot that will match up with 
the RED dot on the Diverter in the next step.

03 Pre-Installed In & Out Hoses
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If these options do not work call us. 
We have free installation solutions.

or

01 Identify Required Connector/
Attach Faucet

A) Threaded on Outside  B.) Threaded On Inside  C) Unthreaded

Home faucets typically fall Into 1 of 3 categories
The type of faucet you have will determine whether the Faucet Diverter Valve fits 
directly to your faucet or which type of faucet connector(s) you will use to 
attach the Faucet Diverter Valve to your Faucet. There are three connectors 
included with your Water Ionizer:


